
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Specializing in Fasteners for the Window and Door Industry 



 

 

 

 

 

 

 

Part # Gauge Length Material Finish Notes 

31454BIN99--PC129 6 3/4 carbon Painted Beige   

31454BIN99--PC99 6 3/4 carbon Painted Rustic Bronze   

34803KEN99 6 3/4 410 JS500   

34803KEN99--PC3 6 3/4 410 JS\Painted Tan   

34803KEN99--PC5 6 3/4 410 JS\Painted Tan   

34803KEN99--PC86 6 3/4 410 JS\Painted Wht   

34803KEN99--PC9 6 3/4 410 JS\Painted Wht   

34803ORB99 6 3/4 410 Oil Rub Brnz   

36432NNN99--PC3 6 7/8 410 Painted Tan   

36432NNN99--PC9 6 7/8 410 Painted Wht   

36563KEN99--PC3 6 11/16 410 JS\Painted Tan   

36563KEN99--PC34 6 11/16 410     

36563KEN99--PC5 6 11/16 410 JS\Painted Tan   

36563KEN99--PC9 6 11/16 410 JS\Painted Wht   

31457KEN99--PC3 6 1 410 JS\Painted Tan   

31457KEN99--PC5 6 1 410 JS\Painted Tan   

31457KEN99--PC9 6 1 410 JS\Painted Wht   

31457NNN99--PC80 6 1 410     

31457NNN99--PC9 6 1 410 Painted Wht   

31457ORB99 6 1 410 Oil Rub Brnz   

31464KCN99 6 1-1/4 410 Brass   

31464KEN99--PC157 6 1-1/4 410 JS\Painted Dark Brnz   

31464KEN99--PC3 6 1-1/4 410 JS\Painted Tan   

31464KEN99--PC34 6 1-1/4 410 JS\Painted Gold   

31464KEN99--PC5 6 1-1/4 410 JS\Painted Tan   

31464KEN99--PC9 6 1-1/4 410 JS\Painted Wht   

31464KGN99 6 1-1/4 410 Nickel   

31464KLN99 6 1-1/4 410 Bronze   

36119KEN99 6 1-3/4 410 JS500   

FLAT HEAD PHILLIPS DRIVE 

 

Vinylok screws are designed specifically for vinyl 
and provide easy driving and superior holding. 



 

 

 

 

 

 

 

Part # Gauge Length Material Finish Notes 

36787KEN99 6 1-3/16 410 JS500   

31472AGN99--PC50 7 3/4 Carbon YZN\Painted White   

3555218 7 1-1/8 18-8 Plain   

35894NNN99 8 1/2 410 Plain 
* #7 UnderCut 

Head 

31486KEN99 8 3/4 410 JS500   

31486KEN99--PC86 8 3/4 410 JS\Painted Wht   

34325KEN99 8 3/4 410 JS500  * #7 Head 

10020S1899 8 5/8 18-8 Plain   

31492KEN99 8 7/8 410 JS500   

31492KEN99--PC3 8 7/8 410 JS\Painted Tan   

31492KEN99--PC9 8 7/8 410 JS\Painted Wht   

31496KEN99 8 1 410 JS500   

31496KEN99--PC86 8 1 410 JS\Painted Wht   

34807KEN99 8 1 410 JS500   

34807KEN99--PC157 8 1 410 JS\Painted Dark Brnz   

34807KEN99--PC3 8 1 410 JS\Painted Tan   

34807KEN99--PC34 8 1 410 JS\Painted Gold   

34807KEN99--PC5 8 1 410 JS\Painted Tan   

34807KEN99--PC9 8 1 410 JS\Painted Wht   

34807KGN99 8 1 410 Nickel  * #7 Head 

34807KLN99 8 1 410 Bronze  * #7 Head 

36245KEN99--PC9 8 1-1/2 410 JS\Painted Wht   

35804WFR99 8 2-1/2 Carbon YZN\JS500   

31501KEN99 8 1-1/4 410 JS500   

31501KEN99--PC86 8 1-1/4 410 JS\Painted Wht   

31501KEN99--PC9 8 1-1/4 410 JS\Painted Wht   

 

 

FLAT HEAD PHILLIPS DRIVE 

 



 

 

 

 

 

Part # Gauge Length Material Finish Notes 

31460KEN99 6 1 410 JS500   

31476NNN99 8 1/2 410 Plain   

31482NNN99 8 5/8 18-8 Plain   

31499KEN99 8 1 410 JS500   

31506KEN99 8 1-1/2 410 JS500   

10038NNN99 8 1-3/4 Carbon Plain   

35869KEN99 8 2-1/2 410 JS500   

36785KEN99BO 8 3 410 JS500 2/3rds Thread with 1/2" Washer 

36785KEN99 8 3 410 JS500 2/3rds Thread 

36397KEN99 10 2-1/2 410 JS500   

36397NNN99--PC9 10 2-1/2 410 Painted White   

36398NNN99--PC9 10 3 410 Painted White   

 

 

 

 

 

 

Part # Gauge Length Material Finish Notes 

36830KEN99--PC9 7 9/16 410SS JS\Painted Wht   

36830KEN99--PC5 7 9/16 410SS JS\Painted Tan   

 

 

Part # Gauge Length Material Finish Notes 

36985KEN99 7 1/2 410 JS500   

36784YZJ99 8 2-1/2 Carbon YZN\JS500   

36786KEN99ZZ 8 1-3/4 410 JS500 With 3/8" Bonded Washer 

36786KEN99BO 8 1-3/4 410 JS500 With 1/2" Bonded Washer 

36784KEN99BO 8 2-1/2 410 JS500 With 1/2" Bonded Washer 

36784KEN99ZZ 8 2-1/2 410 JS500 With 3/8" Bonded Washer 

PAN HEAD PHILLIPS DRIVE 

 

TRUSS HEAD PHILLIPS DRIVE 

 

OVAL HEAD PHILLIPS DRIVE 

 



 

 

 

 

 

 

 

 

 

 

Part # Gauge Length Material Finish Notes 

3639030000770101-MTO 6-18 3/4 carbon Zinc Aster T17 Thread 

3639030000788301-MTO 6-18 7/8 carbon Yzinc Aster T17 Thread 

3639030000780101-MTO 6-18 7/8 carbon Zinc Aster T17 Thread 

30474NNN99 7 1/2 18-8 Plain UnderCut Head 

30476KEN99 7 1/2 410 JS500   

36931KEN99 7 1/2 410 JS500 UnderCut Head 

36931KEN99--PC9 7 1/2 410 JS\Painted Wht UnderCut Head 

10042S1899-MTO 7 1/2 18-8 Plain Square Drive UnderCut Head 

35871NNN99 8 1/2 410 Plain UnderCut Head 

30559NNN99 8 5/8 18-8 Plain   

34523KSN99 8 5/8 410 Ant. Brass   

34523KDN99 8 5/8 410 Bright Brass   

10040S1899 8 3/4 18-8 Plain   

10034S4199 8 3/4 410 JS500   

30666KDN99 8 1-1/4 410 Bright Brass   

30666OBRZ 8 1-1/4 410 Oil Rub Brnz   

30714NNN99 8 1-5/8 18-8 Plain   

30716NNN99 8 1-3/4 18-8 Plain   

34706KEN99 8 1-3/4 410 JS500 UnderCut Head 

30743NNN99 8 2-1/2 410 Plain   

34381NNN99 8 3 410 Plain 2" of Thread 

30905KEN99 10 1-1/2 410 JS500   

30946NNN99 10 2-1/2 18-8 Plain   

 

 

FLAT HEAD PHILLIPS DRIVE 

 

TAPPING 
Fully threaded screws that can form their 
own threads while being driven into the 
material.  



 

 

 

 

 

 

 

 

 

Part # Gauge Length Material Finish Notes 

10032S1899 10 1 18-8SS Plain   

10031S1899 10 1-1/2 18-8SS Plain   

10114KEN99--PC9 10 1-1/4 410SS JS\Painted Wht   

30833KEN99 10 3/4 410SS JS500   

30833KEN99--PC9 10 3/4 410SS JS\Painted Wht   

10028S1899--PC9 6 1 18-8SS Painted Wht   

10033S1899 6 1/2 18-8SS Plain   

30314NNN99 6 1/4 410SS Plain   

30639NNN99 8 1 410SS Plain   

30541NNN99 8 1/2 18-8SS Plain   

30544KEN99 8 1/2 410SS JS500   

31181KEN99 8 1/4 410SS JS500   

36839NNN99 8 1-1/2 410SS Plain   

36995NNN99 8 1-1/4 18-8SS Plain   

30736BIN99 8 2 Carbon Zinc   

30599NNN99 8 3/4 18-8SS Plain   

30512KEN99 8 3/8 410SS JS500   

30512KEN99--PC9 8 3/8 410SS JS\Painted Wht   

30512NNN99--PC9 8 3/8 410SS Painted Wht   

30516BIN99--PC10 8 3/8 Carbon JS\Painted BLK   

30571KEN99 8 5/8 410SS JS500   

30573BIN99 8 5/8 Carbon Zinc   

 

 

 

PAN HEAD PHILLIPS DRIVE  

 

TAPPING 



 

 

 

 

 

 

 

 

 

Part # Gauge Length Material Finish Notes 

33678KCN99 6 1 410 BRS   

33678KEN99--PC9 6 1 410 JS\Painted Wht   

33678KEN99--PC29 6 1 410 JS\Painted Tan   

33678NNN99 6 1 410 Plain   

33678KSN99 6 1 410 Nickel   

33665BIN99--PC9 6 3/4 410 Painted Wht   

35670KEN99 8 5/8 410 JS500  * #6 Head 

33782KEN99 8 7/8 410 JS500  * #6 Head 

33782KEN99--PC9 8 7/8 410 JS\Painted Wht  * #6 Head 

33782KEN99--PC29 8 7/8 410 JS\Painted Tan  * #6 Head 

33735KEN99 8 9/16 410 JS500   

33793KEN99 8 1 410 JS500   

33793KEN99--PC9 8 1 410 JS\Painted Wht   

33812KEN99 8 1-1/4 410 JS500   

33812KEN99--PC9 8 1-1/4 410 JS\Painted Wht   

33812KEN99--PC47W 8 1-1/4 410 JS\Painted Tan   

33806KEN99 8 1-1/8 410 JS500   

37034KEN99 8 1-9/16 410 JS500   

 

 

 

 

 

 

FLAT HEAD PHILLIPS DRIVE 

 

Self-Drilling 
Self-Drilling screws have a drill shaped point 
to cut through material eliminating the 
need to create a pilot hole.  Self-drilling 
points are numbered 1-5.  The larger the 
number the thicker the material it can go 
through without a pilot hole.  



 

 

 

 

Part # Gauge Length Material Finish Notes 

33633NNN99 6 3/8 410SS Plain   

10012S1899 6 5/8 18-8SS Plain   

34412BIN99 8 1/2 410SS Plain  * #6 Head 

34355KEN99 8 1 410SS JS500   

33825NNN99 8 1-1/2 410SS Plain   

33817KEN99 8 1-1/4 410SS JS500   

33817KEN99--PC9 8 1-1/4 410SS JS\Painted Wht   

33817KEN99--PC29 8 1-1/4 410SS JS\Painted Tan   

33934KEN99--PC9 10 1-1/4 410SS JS\Painted Wht   

33898NNN99 10 3/4 410SS Plain   

35046AAN99-MTO 10 5/8 Carbon ZINC  * 24 TPI 

33918KEN99 10 1 410SS JS500   

33918KEN99--PC9 10 1 410SS JS\Painted Wht   

33956NNN99--PC9 10 2 410SS JS\Painted Wht   

36557NNN99--PC9 10 2-1/2 410SS JS\Painted Wht   

33992KEN99--PC9 12 1 410SS JS\Painted Wht   

 

 

 

 

 

 

 

 

 

 

 

 

PAN HEAD PHILLIPS DRIVE 

 

Self-Drilling 



 

 

 

 

 

 

 

 

 

Part # Gauge Length Material Finish Notes 

3639030301200101 8 5/8 Carbon Zinc Aster T17 

3639420301200101 8 5/8 Carbon Zinc Aster T17 

 

 

 

 

 

Part # Gauge Length Material Finish Notes 

3639030000770101 6-18 3/4 carbon Zinc Aster T17 

3639030000788301 6-18 7/8 carbon Yzinc Aster T17 

3639030000780101 6-18 7/8 carbon Zinc Aster T17 

395503007153SN01 9 2-1/4 Carbon Nickel Aster T17 

3955030071538301 9 2-1/4 Carbon Yzinc Aster T17 

 

 

 

 

 

 

 

 

Aster Thread 
• Serrated Tooth Thread Design 
• Quicker Starting 
• Reduces Splitting 
• Less Drive Torque 

 

PAN HEAD  

 

FLAT HEAD PHILLIPS DRIVE  

 



 

 

 

 

 

 

 

Part # Gauge Length Material Finish Notes 

35318AAN99 10 5/8 Carbon Zinc   

35320AAN99 10 7/8 Carbon Zinc   

 

 

 

 

 

Part # Gauge Length Material Finish Notes 

0355030621320101 8 21/32 Carbon Zinc   

 

 

 

 

 

 

Part # Gauge Length Material Finish Notes 

0355005A00108301 8 1-1/2 Carbon Yzinc   

 

 

 

 

 

 

Jamb Adjuster Screws 

 

Packaging Screws 

 

Door Light Screws 

 

Specialty Screws 



 

 

 

 

  

  

JS500 is a Hexavalent Chromium Free plating that 
provides in excess of 500 Hours Salt Spray.  JS500 is 
non toxic and does not significantly affect dimensions. 

We can custom paint to match your 
needs.  Minimums apply. 

We can custom plate to match your 
needs.  Minimums apply. 

 

Need it bagged? Need it packed to a 
specific box quantity?   No problem, 
we can package it for you. 

Need a custom part? We can do that.  
Minimums apply. 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

FASTENER HEAD STYLES 

Flat Head –  Flat top with a countersunk bearing surface.  Available 

with Nibs to assist with countersinking. 

Oval Head –  Slightly rounded decorative top with a countersunk 

bearing surface.  

Pan Head –  Semi-elliptical top surface with a flat bearing surface. 

Round Washer Head –   Rounded top with a built-in washer for  
    larger bearing surface. 

Truss Head –  Low profile semi-elliptical top surface with a flat 

bearing surface. 

Flat Top Pan \ Fillister Head –    Flat top with a deep recess and flat  
     bearing. 

Undercut Head –   Flat top with a shallow countersunk bearing  
        surface used in predrilled holes. 

Bugle Head –  Drywall style flat top with smooth radius under the 
head. 

Hex Washer Head –  Indented Hex top with built in washer for 
large bearing surface. 



 

 

 

 

Part of the Pan American Screw Fastener Group 


